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EXECUTIVE SUMMARY

1. Introduction

a. In the final report by NAILSC (Naval Aviation Inte-
grated Logistic Support Center) on A-7E "Logistics Lessons
Learned" study, it was pointed out that mature reliability
of equipment does not occur instantaneously but evolves over
.some period of time and that predicted reliability numbers
are usually referenced to mature reliability of equipment as
shown in the accompanying figure.

MATURE
S-- RELIABILITY

* . I I
(~ EVOLVING I

rRELIABILITY

OPERATIO1AL TIME

From these facts it is easily inferred that the result of
. initial provisioning based.upon mature reliability estimates

would be an insufficient number of spares br repair parts.
As a consequence, development of a more refined method--
possibly using both 3- data and reliability growth curves--
was recommended.

b. NAILSC was tasked to evaluate replacement factor
determinations in the provisioning process. Specific

* .objectives associated with this effort were identffied by
the following statements:

(1) Examine current methods of producing replacement
factors.

~ii
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(2) De-rmine the means for using actual or predicted
distribution curves rather than the quantity MTBF (Mean
Time Between Failures).

(3). Develop a procedure to include a more r-iurate
reliability estimate as one of the factors considered at
provisioning conferences..

(4) Define types of documentation rez-uired for
determining reliability factors and treatment of these
documents to obtain the best factors.

(5) Develop plan to implement improvements.

2. Discussion

a. To examine current methods of producing replacement
factors, representativesi of NAILSC contacted personnel in the
Naval Supply System and private industry and reviewed technical
documents on reliability' Findings are summarized in Append.x
I. The most important r sult is that many procedures to com-
pute replacement factors or to derive reliability relations
have been available for years. Furthermore, contractors and
the Navy tailor computations to particular equipment by using
that procedure which best; merges wi4h readily available data.
This means THERE IS NO CCdMMON DATA BASE WHICH CAN BE USED
EITHER TO MEASURE THE WOR'TH OF ANY PROCEDURE OR TO ESTABLISH
A BETTER PROCEDURj." NAILkC compiled a procedure that could
be used with two existing.,computational methods to provision
avionic equipment. In an attempt to standardize the computa-
tional method, both were ttsed to compute a Flight Hour Failure
Base for the RT848/ALQ100 system. These results were ,comnpared
with failure data from thE; naval, 3-M system. One method used
MIL-HDBK-217A; the other tvsed a curve and weighting factors
generated by NADO (Naval Air Development Center). Both
methods were validated; however, it was ascertained that use
of the curve and weighting factors generated by NADCorequires
less time and effort than iise of MIL-HDBK-217A. A possible
weakness of the method is - hat failure rates of Mature
systems are used to simula :e failure rates for systems that
are neither tested nor matitre. These considerations form the
basis for the recommendaticons that appear under a separate
heading.

(' iii
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b. Determination of the means for using actual or pre-
dicted distribution curves rather thin Mean Time Between
Failures plus assumed Poisson Distribution of failures is a
technical problem addressed in Appendix II.

c. The objective to "Develop a Standardized Procedure
to Include Estimates of Reliability at Provisioning Conferences'!
was accomplished for avionics equipment. Procedures and
examples of their application to cover any contingency are
included in Appendices II and III. Specific usage is recom-
mended as follows:

(1) Non-Avionics. Use either procedure described "n
Appendix II under the heading "Time Dependent Rate of
Degeneracy." (At this time, thnse procedures are computer-
oriented and it is anticipated tlhat the contractor should
be responsible~for their implementation.)

(2) Avionics. Use general procedure described in
Appendix III in conjunction with the computational method
demonstrating use of the weighting factors and curve generated
by NADC. Documentation needed to use this procedure consists
of top-to-bottom breakdown structure of'system and level of
repair for each part of each subassembly through the active
element level.

3. Recommendations

a. It is recommended that NAVAIR-412 coordinate with
ASO to incorporate the NADC computatiohal method i.nto the
provisioning process on a selected basis.

1Z. It is recommended that NAVAIR-04 task NAILSC to track
and analyze the application of the procedure.

c. Upon completing. a reasonable evaluation effort,
NAVAIR-04 sponsor preparation of a Military Standard on
"Method for Deriving Maintenance Replacement Factors for
Use in Provisioning Spares and Repair Parts."

4. Schedule. It is anticipated that the recommended track-
ing and evaluation program can be accomplished in accordance
with the following schedule.

iv "
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TRACKING AND EVALUATION PROGRAM C 'EDULE

EVNS - TIME Months) -EVENTS TI (M2 . )
23 ... 123456789

Define tracking Indefinite
procedure, establish Idelay un-
systems to be - til syste
tracked, and set are intro-
up controls. duced into

Fleet.

Compile and evalu- ! i
ate data.

Prepare MIL-STD.
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NAVAL AVIATION I4TEGRATED LOGISTIC SUPPORT CENTER
ACTION RECOMMENDATION

NO: 03-7-1

SUBJECT: Development of a Standardized Procedure to Include
Estimates of Reliability at Provisioning Conferences

PROBLEM: There is no standardized procedure for computing
reliability factors that are needed in initial provisioning.

I

* ANALYSIS: Many procedures to compute reliability factors
have been available for years. Furthe'rmore, contractors and

* the Navy tailor computations to particular equipment by
using that procedure which best merges with readily availab, e,
data: This means there is no common data base which can be
used either to measure the worth of any procedure or to
-establish a better procedure. in an attempt to select a

.* standardized procedure to be used with avionics equipment,
NAILSC used two computational methods to compute a Flight
Hour Failure Base for the RT846/ALQl00 system and compared
these results with failure data from the naval 3-M system.
One method used MIL-HDBK-217A; the other used a curve and I
weighting factors generated by Naval Air Development Center.
Both methods were validated; consequently, further evaluation
is necessary before a decision to use either method for
standardization can be substantiated.

RECOMmENDATION: To obtain data required for evaluation
purposes, the following sec.yential program of activities is
recommended:

a. NAVAIR-412 coordinate with ASO to'incorporate the
NADC computational method into the provisioning process on
a selected basis.

b. NAVA;'R-04 task NAILSC to track and analyze application
of the NADC paocedure, the MIL-HDBK-217A procedure, and the
current method used at ASO.

vi
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c. Upon completing a reasonable evaluation effort, NAVAIR
sponsor preparation of a Military Standard on "Method for
.n'ving Maintenan-e Replacement Factors for'Use in Provision-
ing of Spares and Rs.pair Parts.,,

Approved
'Coander, NALSVJ

*i Date_______________

vii
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INTRODUCTION

1. General Oblectives. By references (1) and (2), NAILSC
(Naval Aviation Integrated Logistic Support Center) was
tasked to evaluate replacement factor determinations in the
provisioning process. General instructions listed in these
references include the following:

". a. Examine current methods of.producing replacement

factors (reference (1), paragraph 3e(l)).
I

b. Determine the means for using actual or predicted
fa-ilure distribution curves rather than MTBF plus assumed
Poisson Distribution of failures in the provisioning process
(reference (2), paragraph 3d).

c. Develop a procedure to include a more accurate equip-
ment reliability estimate as one of the factors considered
at provisioning conferences (reference (1), paragraph 3d).

d. Define types of documentation required for determining
reliability factors and treatment of these documents to dotain
the best factors (reference (1), paragraph 3d(2)).

e. Develop plan to implement.improvements (reference (1),
paragraph 3e(3)).

2. Approach

a. NAILSC created an action team to perform the following:

(1) Conduct a preliminary survey of practices and
procedures now used by the Navy and naval contractors to

r establish maintenance replacement factors and reliability
functions used in the provisioning.process.

(2) Use results of survey to define a tentative
program to comply with stated objectives.

1
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(3) Execute program.

b. During the preliminary survey, relevant definitions
were compiled for use as ready reference material and a

tentative conceptual program was evolved.

(1) Definitions

(a) MC (Maintenance Cycle). A common denominator
base (months, hours, flights) established for computing spare
parts requirements. This base is a fixed four months for
ground support equipment and is normally 100 hours for an
aircraft, its installed equipment and engines.

(b) MRF (Maintenance Replacement Factori

1. With respect to a consumable item, the
MRF denotes the number of times the item will require replace-
uient in an aircraft or equipment in one maintenance cycle at
the intermediate level of maintenance and below. To establish
the factor, determine the time that will be accumulated on the
part before it must be replaced. The maintenance factor is
obtained by dividing the time between removals into the
maintenance cycle base. (An alternative definition is this:
The IMF is simply the failure rate multiplied by the mainte-
nance cycle base or the mean time between failures divided
into the maintenance cycle base.)

d2. With respect to a repairable, the MRF
denotes the number of times an assembly will be beyond therepair capability of intermediate and organizational levels

in one maintenance cycle and will be reworked by a Naval Air
Rework Facility. To establish the factor, determine the time
that will be accumulated on an assembly before it will require
rework by the Naval Air Rework Facility. The maintenance
percentage is obtained by dividing the time accuimulated before
rework into the maintenance cycle base., (An alternative
definition is this: The PMF is the failure rate to a Naval
Air Rework Facility multiplied by the maintenance cycle base

2
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or the mean time between failures to a Naval Air Rework

Facility divided into the maintenance cycle base.)

(c) RPF _(Rotatable, Pool Factor). The predicted
ntunber of times a repairable will require removal from an
aircraft/equipment and generation to an intermtediate level

of maintenance for restoration to a ready-for-use condition
during one maintenance cycle. (An alternative definition is
this: The RPF is simply the failure rate of a repairable to
an intermediate level of maintenance multiplied by the mainte-
nance cycle base or the mean time between failures of a
repairable to an intermediate level of maintenance divided
into the maintenance cycle base.'

(d) TAT (Turn-Around-Time). As applied to an IMA
rotatable spare pool, it is the average number of working
days between removal of a specific repairable for necessary
processing at the IMA level or below until it is re,."cored to
a ready-for-use condition.

(e) RPR (Rotatable Pool Rate). The predicted
number of repairables required in a pool to support opera-
tions for one maintenance cycle based on Rotatable Pool
Factor and TAT in a 90-day period. The RPR is obtained by
multiplying the RPF by the established TAT and dividing the
result by 90, i.e.,.the number of days to be supported in
the Initial Outfitting List.

Uf)SRF (System Recoverability Factor). Percentage
of the total quantity of a repairable item that is recovered
(a) at the end issuihg level, (b) by screening units and
(c) at depot level and returned to ready-for-issue condition.

(g) MTBF (Mean-Time-Between-Failure). The predicted
number of total equipment operating hours, both ground and
flight time, that will accumulate prior to the experience of
any failure.

(h) Ratio of Flight to Ground Operating Hours.
The predicted ratio indicating the hours of equipment operating

3



03-7

time in flight in relationship to hours of equipment dperating
time on the ground. The sum of these times equate to total
equipment operating time expressed in hours.

(i) Flight Utilization Rate. The predicted time
expressed in percentage that the equipment, will actually be
in operation during total aircraft flight hours.

(j) FHFB (Fliaht Hour Failure Base). The total
number of predicted aircraft flight operating hours that will
accumulate prior to the experience of any predicted failure.

(k) Reliability. The probability that an item
will perform its intended function for a specified interval

under stated conditions.

(2) Tentative Concentual Program. Facts'highlighted
during the A-7E study conducted by NAILSC were used to
establish the tentative conceptual proc-am. These particular
facts are: - K

(a) The ccntractor provides an estimated MTBF
for his equipment.

(b) Operational commanders usually are confronted
with a FHFB considerably less than the MTBF.

(c) As a c6nsequence, provisioning based upon the
estimated MTBF is not adequate .to f ill initial demands from
operational commanders.

(d) Using these facts, a program consisting of a
primary and an alternative plan was defined.

1. Primary Plan. Objectives of the primary
plan were defined as follows:

a. Ascertain the feasibility of either
computing degrading factors to convert an estimated MTBF to

4
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a realistic FHFB or computing and plotting reliability as a
function of FT (Flight Time) and FHFB against the reliability
function provided by the contractor..

*b. Check or demonstrate feasibility.

c. Establish requirements for implementing
procedures.

2. Alternative Plan. Objectives of the
alternate plan were defined thusly:

a. Develop procedures to establish better
maintenance replacement factors, rotatable pool factors, or
reliability equations for provisioning of non-avionics or
avionics.

b. Check or demonstrate use of procedures.

c. Establish requirements for implementing
. procedures.

3. Decision Rules. As a guide to determine
- 9which plan should be executed, the following deision rules

were used:

a. Feasibility of primary program would
be established only if the following statements are true:

(1) ~he fundamental theorem of provision-
ing could be used to demonstrate the soundness of-the concept.

(2) All reliability functions and
maintenance replacement factors are derived from a common
baseline--that is, both the manufacturer and the Navy always
employ identical methods for similar equipment operating under
similar environments.

(3) Available data base must provide
the capability to obtain sequential time failure data for
equipment over a critical time base which ranges from date
of inception to initial stabilization. (To be truly useful,
such data should be available for several environments,
e.g., ship, shore, type squadron, type aircraft.)

5
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b. If feasibility of primary program C
cannot be demonstrated, use the alternate plan.

4. Program Activities. Activities that
were undertaken to assess the feasibility of the primary
program consisted of:

a. Compiling and evaluating methods and
procedures of incorporating reliability via personal contacts
with contractors and defense agencies and perusal of relia-
bility documents.

b. Ascertaining availability and applica-
bility of data.

5. Program Concept. Ultimately, the action
team chose to pursue the alternate task. Reasons for this
decision include the following:

a. As shown in Appendix I, there is no
such thing as a common procedure to establish maintenance
replacement or reliability factors and there is no way to
obtain sequential time failure data for equipment over a
critical time base which extends from day of inception into
the fleet until such time as maturity of equipment becomes
an obvious fact.

b. As shown in Appendix I, several
procedures are available but none has been used to the ex-
clusion of all others. This means that a common data base
across all sources is .not available; hence, use of collective
data in generating factors to convert an MTBF to an FHFB.is
L meapingless exercise.

c. A mathematical theory of provisioning
that could be used to establish the soundness of the primary
plan was not found. In fact, a fundamental mathematical
theory of :rovisioning was not found; consequently, one was
hypothesized and used to explain the need fcr differentrprovisioning procedures to account for fundamental differences
in equipment being provisioned. This theory is described in
Appendix II.

6 (
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ANALYSIS

3. Examine Current'Methods of Producing Replacement Factors.
To ascertain current methods of computing replacement factors
and using reliability equations to predict provisioning

2 •requirements, representatives of NAILSC contacted experts
at various agencies (e.g., Aviation Supply Office, Westing-

* house Corporation and Grumman Aerospace Corporation) and
reviewed current literature on the subject of reliability.
Results of these activities are presented in Appendix I.

. Significant results are summarized as follows:

a. Aviation Supply Office. Incorporation of reliability
into the provisioning process usually begins with a contractor
providing a quantity called the MTBF. This quantity is then
adjusted by the provisioning team. This adjustment is almost
always based upon historical usage data of similar equipment'
operating under the same adverse environmental conditions
anticipated for the equipment during operational employment.
This adjusted quantity is discussed with the contractor and
may be changed to reflect substantive arguments presented
by the contractor. The final figure arrived at by either
mutual agreement between the Aviation Supply Office and the
contractor or in override by the Aviation Supply Office is
used toprovision the equipment. To arrive at a final pro-
visioning number, the adjusted MTBF is transformed to comply
with the current provisioning practices of incorporating
flight hours, a maintenance cycle base of 100 hours, and
such quantities as Rotatable Pool Rates or Rotatable Pool,
Quantities. 'Factors used in this conversion process include
Ground Operating Time on Equipment, Flight Operating Time on
Equipment, Flight Time, Maintenance Replacement Factor,
Turn-Around-Time, and Predicted on Equipment Flight Line Work.
Insofar as possible, these factors are almost always estimated
from historical usage data of similar equipment operating
under the adverse environmental conditions anticipated for
the equipment being provisioned, i.e., the provisioning process
is tailored to fit the equipment.

b. Private Industry. As shown in Appendix I, several
procedures for predicting the Failure Rate of equipment or,
in many specialized instances, the inverse of the b1TBF are

70
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available to the contractor. In general, contractors
combine the use of these procedures with various sources
of data to provide the Navy with an MTBF that is tailored to
fit the equipment. Frequently, the computed MTBF is degraded
in accordance with specialized knowledge or expertise acquired
over a long period of time. Sources of data used by con-
tractors include MIL-HDBK-217A, experimental tests, Naval
Aviation Maintenance and Material Management System (MDCS),
reports from field representatives or reports from Aircraft
Carriers.

c. Reliability and provisioning personnel within private
industry and the Aviation Supply Office believe that elements
of data contained in MIL-HDBK-217A are not valid for provision-
ing of. current aircraft systems. Reasons stated to support
this belief are that failure rates of equipment are based upon
laboratory tests, state-of-the-art in design of some elements
has progressed beyond the state-of-the-art available when
MIL-HDBK-217A was compiled, and the environmental degrading
factors are not adequate. It is generally recognized that
the elements of data included in MIL-BDBK-217A are needed for
provisioning; however, it is also recogpized that the elements
of data should have been referenced to a Flight Hour Failure
Base that had been established during early stages of opera-
tion-in the Fleet. That is, a new document (say, MIL-HDBK-217B)
that includes elements of data contained in MIL-HDBK-217A
referenced to a Flight Hour Failure Base established over the
interval of time between Initial inception of equipment into
the Fleet and stabilization of equipment would be a'valuable.
provisioning document.

4. Determine Means for Using Actual or Predicted Failure
Distribution Curves Rather than MTBF plus Assumed Poisson
Distribution of Failures. Resolution of this objective
entails a comprehensive understanding of the interactions that
occur between maintenance replacement factors and reliability.
Such an understanding should be based upon and derivable
from a unified mathematical theory that accounts for specific
differences or similarities in design of equipment, operation
of equipment, modes of failure, or maintenance plans and
provides the basis for a rationale to determine the conditions
under which either Failure Distribution curves or Poisson
Distribution of failures and MTBF should be used. Because
of this need for a unified theory, a primary goal of the early

8
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effort expended on this project was to discoverreview and
understand the unified theory defining the roles of reliability
and maintenance replacement faictors in the provisioning process.
Such a theory was not discovered. As a consequence, a simple
theory based upon the classical definition of a probability
density function, the principlia of standby redundancy, and
the assumption of a continuous probability space was developed.
Complete details of the theory along with computational
procedures are included in Appe ?ndix II. Direct consequences

-'of the theory are summarized ad; follows:

* a. For provisioning purposes, use of reliability is a
fundamental concept; whereas ufse of replacement factors is
a-secondary concept.

b. if failure rate is a time dependent function, relia-
bility as defined by failure distribution curves should be
used to provision. (An example of the use of reliability
when failure rate is a time dependent function is included
in Appendix II under the heading, "Time Dependent Rate of
Degeneracy.,,')

c. Use of the Poisson Distribution of failures and the
quantity ITBF is a logical consequence if equipment is
characterized by a constant failure rate and the principle
of standby redundancy applies to provisioning--provided there
is no redundancy in design of equipment or the maintenance
policy is so stated that redundancy in design of equipment is
ignored.

5. Develop a Procedure to Ihcluide a More Accurate Reliability
Estimate at Provisioning Conference's

a. Recom.mended Procedures. As shown in Appendix I, many
procedures to include accurate reliability estimates have been
available fcr years. Furthermore, as previously mentioned,
contractors tailor reliability predictions to particular
equipment by using the particular procedure that merges best
with readily available performance data. The consequence is
that there exists no common data base which can be used
either to measure the worth of any procedure or to establish
a more accurate procedure. Early discovery of these facts
and recognition of the consequence provided an opportunity to

9
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restate this objective and to pursue the new objective with (
no lost effort. In essence, this objective was changed to
"Develoo a Standardized Procedure to Include Estimates of
Reliability at Provisioning Conferences.' To comply with
this objective, procedures and examples of their application
to,.cover any contingency are included in Appendices II and
III- Specific usage is recommended as follows:

(1) Non-Avionics. Use either procedure described in
Appendix II under the heading, "Time Dependent Rate of
Degeneracy."

(2) Avionics. Use general procedure described in

Appendix III. Major steps to be performed in applying this
procedure are as follows:

(a) Define what is meant by failure of equipment.

(b) Define what is meant by failure of parts and
identify all parts for which a failure contributes to a
failure of equipment.

* (c) Classify these parts as consumables or
repairables.

(d) Subdivide repairables into two categories.
One category contains those repairables that are to be
repaired at the NARF. The other category contains those
repairable; that are to be repaired at the ImA.

mi n (e) Using only consumable parts, compute a
maintenance replacement factor for consumables.'

(f) Using only those parts repaired at the NARF,
compute a maintenance replacement factor for repairables.

(g) Using only those parts repaired at the IMA,
compute a rotatable pool factor.

(h) In computing these quantities, use either
computational method demonstrated in Appendix III until such
time as enough performance data are acquired to establish the
fact that one is inferior to the other. (One of these computa-
tional methods is based upon use of MIL-HDBK-217A; the other

10
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is based upon a set of we4 ghting factors and a curve generated
at NADC.)

b. Check of Avionics Procedures

(1) To assess these computational methods for degree
of validity and ease of application with respect to aVionics,
an analysis to obtain measures of the FHFB was conducted.
The subject of the analysis was the RT848/ALQl00 system
developed by Sanders Associates, Inc. The analysis consisted
of the following activities:

(a) Failure data were collected over a period
of approximately 21 months. Elements of data were obtained
from NATSF (Naval Air Tech:nical Services Facility) and
MSO (Maintenance Support Office).

.(b) Design data were collected. *These data
included types of components, number.of types of components,
purpose of components, and stress to which components were
subjected during operation, Sources of data included Weapons
Systems Test of Naval Air Test Center and Sanders Associates,
Inc.

(c) Design data were used to computo a measure
of the FHFB using operational data pr esented in MIL-RDBK-217A.

(d) Design data were used to compute a measure of
the FICB by the pro,:ess of first computing the AEG (Active
Element Group) and then using the curve of Figure 1 to obtain
the corresponding value. of the FHFB. To compute the AZG, a
circuit analysis of the system was accomplished and. 1622
compqnents were accounted for using the categories listed
in Table I. N-m)er of components per category were weighted
in accordance with factors included in this same table.
These results were sumTamed across all SRAs (Subassembly
Replacement Asseblies) to obtain a Weighted Active Element
Group count n-.-Coer of 861.48 for the RT848/ALQl00.

(e) A measure of the FHFB was computed using the
failure data.

(2) The results of this assessment are summarized

as follows:
11



. 03-7

(a) The measure of the FHFB, as comprted using
performance data compiled in MIL-HDBK-217A, is 131"hours.

(b) The measure of the FHPB obtained from the
curve generated by NADC is 100 hours.

(c) The measure of the FHFB obtained from failure
data is approximately 84 hours with a standard deviation of
39 hours.

(3) These results more or less validate the use of

both computational methods; however, an evaluation of both
methods based upon a larger sample should be conducted with
the intent of ultimately eliminating that method which
consistently gives a greater departure'from operational
performance data.

(4) Ir performing this assessment, it was ascertained
that the process of classifying elements and evaluating avionic
equipment to obtain provisioning factors frequently imposeb
a need for the evali;ator to make decisions that require an
understanding of principles of reliability, probability, and
operational characteristics of the equipment. In particular,
with respect to avionics, a fundam~ental background in electronics
is required to perform circuit analysis at the level of recog-
nizing operational redundancy or failure modes and classifyiA
active elements by type and function. From this finding, it
is concluded that production of provisioning factors for tecl'.-,.-
cal equipment should be accorplished or supervised by people
with requisite technical training.

6. Define TvDes of Documentation Recuired for Determihing
Reliability Factors

a. if factors are computed using the MIL-HDBK-217A,
the required documentation is defined as followst

(1) To* to bottom breakdown structure of system and
level of repair for each part or subassembly through bit and
piece level.

(2) A listing of expected operational conditions or
a listina of expected stress ratios down to the bit and piece
level.

12
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(3) The expected Flight Utilization Rate and the
expected ratio of ground operating time to flight operating
tinte.

b. If factors are computed using the weighting factors
and curve generated by NADC, the required documentation is
defined as top to bottom breakdown structure of system and
level of repair for each part of subassembly through the
active element level. (Active elements must be identified
in accordance with item 5 of Table .I.)

c. Using MIL-RDBK-217A, the appropriate documentation
should be used to compute replacement factors in the manner
demonstrated in Tables II and IV through VII of Appendix III.

d. Using the NADC curve, the appropriate documentation
should be used to compute replacement factors in the manner
demonstrated in Tables II and VII through XI of Appendix III.

7. Develop Plan to Implement Improvements. Use of the NADC
computational method to compute replacement factors is synony-
mous with using mature data to predict factors for systems
that are not stabilized. To determine the degree'of accuracy
for such a procedure, the following test plan is provided:

a. NAVAIR-412 coordinate with ASO to incorporate
this procedure into the provisioning process on an interim
basis.

b. To validate completely the process of using mature
data to predict factors for systems that have not stabilized,
hew systems should be tracked to obtain failure time histories
from the first cruise or until it becomes obvious that the
systems have stabilized.

C. To detect or correct flaws in the method or to determine
whether or not mature data can be easily and accurately trans-
formed to simulate initial data, the method should be used to
compute provisionng requirements to be compared with failure
time histories.

d. To def. mine whether or not this method is better than
the current procedure, / .e computed provisioning requirements

15



should be compared with items that are actually provisioned
under current methods.

e. To determine whether or not this method consistently
provides better results than use of MIL-HDBK-217A, this docu-
ment should be used to compute provisioning requirements to
be compared with failure time histories.-

f. To accomplish these objectives, NAVAIR-04 should task
.*AILSC to pursue and coordinate a joint tracking effort on tj

4 -the S-3A program (or possibly F-14 program) in which NAILSC 1
is responsible for the tracking procedure and analysis of
data, the contractor or the Fleet collects the data, and
NADC validates the data.

g. Uppn completing this evaluation program, NAILSC,
NAVAIR-4I1, and NAVAIR-4l2 should jointly select the computa-
tional model to be used. NAVAIR-04 should then sponsor prepa-
ration of a Military Standard on "M1ethod for Deriving Mainte-
nance Replacemcent Factors for Use in Provisioning Spares and
Repair Parts." IN-AILSC should assist in preparing the format
but the task of preparing the document should be given to a
private contractor or WESO (Weapons Engineering Standardization
Office).

Backing into an existing program to accomplish the stated
purposes is not recommended because data are not available
to establish failure time histories for equipment from day
of inception into the Fleet until stabilization becomes a
fact.

16
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CONCLUSIONS AND RECOMMENDATION

8. Conclusions. Many procedures to compute reliability
factors have been available for years. Furthermore, contractors
and the Navy tailor computations to particular equipment by
using that procedure which best merges with readily available
data. This means THERE IS NO COMMVON DATA BASE WHICH CAN BE
USED EITHER TO bIEASURE THE WORTH OF ANY PROCEDURE OR TO
ESTABLISH A BETTER PROCEDURE. NAILSC compiled a procedure
that could be used with two existing, computational methods
to provision avionic equipment. In an attempt to standardize
the computational method, both were used to compute a Flight
Hour Failure Base for the RT848/ALQ0O0 system. These results
wete compared with failure data from the naval 3-M system.
One method used MIL-HDBK-217A; the other used a curve and
weighting factors generated by NADC (Nval Air Development
Center). Both methods were validated; consequently, further
evaluation is necessary before a decision to use either method
for standardization can be substantiated.

9. Recommendation. To obtain data required for evaluation'
purposes, the following sequential program of activities is
recommended:

a. NAVAIR-412 coordinate with ASO to incorporate the
NADC computational methcd into the provisioning process on
a selected basis.

b. NAVAIR-04 task NAILSC to track and analyze applicdtion
of the NADC procedure, the MIL-HDBK-217A procedure, and the
current method used at ASO.

c. Upon completing a reasonable evaluation effort, NAVAIR

sponsor preparation of a Military Standard on "Method for
Deriving i1aintenancd Replacemenzt Factors for Use in Provision-

- 'ing of Spares and Repair Parts."
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APPENDIX I

FINDINGS: PRACTICES AND PROCEDURES

PRACTICES: NAVY AND PRIVATE INDUSTRY

Aviation Sunply office. Representatives of the Aviation
Supply Office described the current method of using reliability
in the provisioning process and arranged for representatives
of the Naval Aviation Integrated Logistic Support Center to
observe a demonstration of the process being used to provision.
The life cycle provisioning process which incorporates the
MTBF, a parameter related to reliability, is shown in Figure I-1.
As noted in this figure, the contractor begins the process by
providing an MTBF. Usually this bTBF is then adjusted by the
provisioning team. The adjustment is almost always based
upon historical usage data of similar equipment operating
under the same adverse environmental conditions anticipated
for the equipment during operational deployment. This adjusted
figure is discussed with the contractor and may be changed
depending upon the arguments presented by the contractor.
The final figure arrived at by either mutual agreement between
ASO and the contractor or an override of the contractor by ASO
is used to provision the equipment. To arrive at a final
provisioning number, the MTBF is transfopmed to comply with
-the current provisioning practices of incorporating flight
hours a:d a maintenance base of 100 hours. Formulae used in
this conversioa are defined as follows:

.--Total operating time is equal to flight operating time
plus ground operating time.

- Flight utilization rate is equal to the time equipment
is used during flight divided by total flight time.

These formulae are used to transform the MTBF to a quantity
called the FHFB, the basic quantity used for provisioning
purposes.

The actual computational procedure used to estimate
the number of repairables assigned to a rotatable pool is
defined by the following definitions and equations.

I-I
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Definitions:

M = Number of maintenance cycles.
W = Predicted on-equipment flight line. work in

percentage.
MTBF = Mean time between failures as specified by ASO.
GOPT = Ground operating time on equipment.
FOPT = Flight operating time on equipment.

FT = Flight time.
FUR = Flight operating time on equipment divided

by flight time.
MRF = Mean time between failures to NARF.
FHFB = Flight hour failure base.

FHFBA = Flight hour failure base adjusted.
TAT = Turn-around-time to INA.
RPF = Rotatable pool factor.
RPR = Rotatable pool rate.
RPQ = Rotatable pool quantity.
A = An arbitrarily selected level of spares

availability (ASO usually assigns a value
of 0.9 to this measure).

N = Number of spares assigned to rotatable pool. C
- Equations:

"FHFB = MTBF/FbUR (1 + GOPT/FOPT) (1)

Y = 100 ((l/FHFB) - MRF) (2)

RPF = 100/Y (3)

FHFBA = RPF + W (FHFB/100) (4)

RPR = (100) (TAT)/(90) (IF-FBA) (5)

RPQ = M (RPR) (6)

A = e-RPQ (1 + = (RPQ)i/i!) (7)

N, the number of spares to the rotatable pool, is
computed by an iterative process using the relation:

(1-RPQ + ± (RPQ)i/i!) - 0.9 (8)
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The iterative process consists of computing the quantity to
the left of the inequality sign for successive values of K
beginning with K = 1. N is the least value of K satisfying
the relation. (Note: Such quantities as FUR, MRF, CGOPT,
FOPT, and W are almost always estimated from historical
usage data of similar equipment operating under the adverse
environmental conditions anticipated for the equipment being
provis ioned. )

Westinghouse Corporation. As described by Mr. E. R.
Levitt, the Westinghouse Corporation uses the concept of failure
rate in deriving a reliability equation for avionics equipment.
In general, the failure rate is computed using test data in con-
junction with conversion factors and the Active Element Group
(AEG) Process included in reference 5. This failure rate is
then converted to a 100-hour maintenance cycle base and
inserted into the reliability equation. Using the principle
of standby redundancy, the reliability equation is then
used to compute the minimum number of spares needed to ensure
the achievement of a pre-specified level of spares sufficiency
or availability. In general, Westinghouse uses the best
available information that can be obtained for each system
and tailors procedures to fit the task.

Mr. Cave provided information on handling and treatment
of replacement factors. In particular, Westinghouse handles
the rotatable pool and system recoverability, factors in
accordance with the manner prescribed in reference 3. Mainte-
nance replacement factors for consumable items usually represent
fixed percentages mutually agreed to by representatives in
attendance at the provisioning conference. To arrive at a
maintenance replacement factor for repairable items, Westing-
house computes an MTBF based upon the concept of active element
groups and degrades this by a factor of four to zonvert to use
in a detrimental environment. This number is then further
degraded at the provisioning conference by naval representatives.

Grumman Aerospace Corporation. As described by Mr. R.
Siegel, the procedures for computing and using reliability are
essentially the same as those used by the Westinghouse Corpora-
tion. Differences are that Grumman places much greater emphasis
upon the use of self-generated test data and recommends procure-
ment of spares using a dcision rule that minimizes the expected

1-4L.
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( los in investment dollars. In general, Grumman uses the best
available information that can be obtained for each system and
tailorb each procedure to the task.

Naval Aviation Technical Services Facility and Mainte-
nance Supply Organization. These agencies were asked to
provide sequential time failure data for selected equipment
over a critical time base ranging from date of inception
into the fleet to initial stabilization. Selected equipment
included engines, fire control systems, radar systems, radio
systems, and defensive electronic countermeasure systems.
Data to be provided over a sequential time base consisted of
total failures and mean number of flight hours between failures.
In addition to these data, estimates of mean times between
failures as provided by contractors were requested. The
responses of the Naval Aviation Technical Services Facility
and the Maintenance Supply Organization to this request were
that such data cannot be extracted from their data systems.
The reason is that initial date of inception and initial
date of stabilization are not part of the reporting system.

1-5
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* DOCUMENTARY PROCEDURES

A review of documents on reliability revealed
that analytical and procedural methods which could have been
used to include reliability in the provisioning process have
been available for years. Examples of such methods are
described by the following verbatim statements extracted
from the cited references.

Reference 6, pages 2 to 6. A reliability evaluation
shall be performed for the product which will consist of the
following steps:

1. Prepare a functional diagram for the product.

2. List product's characteristics.

3. Construct the reliability block diagram including
title, statement of conditions, statement of success, and
blocks with identification and reliability variables specified.

4. List product divisions not appearing on block
diagram with accompanying reasons for omissions.

5. Develop reliability equation.

6. Determine reliability parameters.

7. Solve reliability equation.

A mathematical equation shall be developed for the product
and for each block in the reliability block diagram. The
equipments involved in a product usually can be broken down
into three major categories, determined by their rode of
operation. These are continuous, cyclic, and one-shot opera-
tions. The reliability of continuous-operation equipments,
such as computer and radar, or electronic equipment in
general, are determined by means of the reliability parameter
of failures per unit time or mean time between failures;
cyclic equipment, such as magazines and load and launch equip-
ments are determined by means of the reliability parameter of
failures per cycle; and one-shot operations (go/no-go)--(where
time of operation is very short, such as in fuze and squib
operation) are determined by means of the reliability parameter
of failures per event or attempt to operate. It is necessary
to establish the reliability for each block of the reliability

I1
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block-diagram, because the reliability of the blocks will
be used in the product reliability equation. There are four
general equations for determining the reliability of the
blocks. These equations are:

R - exp (-At) (9)

whero:

R is block reliability

exp is base of natural logarithms
A is number of failures/unit time
t is required block operating time

R - exp (-t/T) (10)

where:

R is block reliability
exp is base of natural logarithms
T is block MTBF (Mean-time-between-failure)
t is required block operating time

R = (S/X) n . ( )

- where:

R is block reliability
* S is number of successful events

X is number of successful events plus number of
failure events

n is number of required events

R (S/C)n (12)

where:

1-7
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R is blook reliability (
S is number of successful cycles
C is number of successful events plus number of

failure events
n is number of required events

". Each block of the reliability block diagram represents the
reliability of one piece of equipment or function contained
within the product. The reliability of the blocks are
combined to produce the zeliability of the product. All
blocks of the reliability block diagram must be drawn in
either series, parallel, or standby configuration. The
reliability equation for equipment in simple series is speci-
fied by the product rule. A redundancy equation should be
chosen which describes the situation encountered by the
product (i.e., end-item). These redundant, standby, and
series values are combined (by rules of probability) to produce
the product (i.e., end-item) reliability.

Reference 7, page 2-21. The following basic steps apply
to the use of this past experience in the estimation of
reliability feasibility and the allocation of reliability
requirements:

I:i
1. Develop the Reliability Block Diagram.

2. Derive mathematical models.

3. Estimate complexity and MTBF of the system.

* 4. Estimate subsystem failure rates.

5. Estimate feasible MTBF and reliability.

6. Allocate failure rate and reliability.

7. Consider redundant configurations.

8. Evaluate feasibility of allocated requirements.

(Detailed analytical techniques to be used in performing
these basic steps are presented throughout this reference.
In general, of all documents reviewed on reliability, this
is the best source of analytical techniques.)

I-8 K
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( -Reference 8, pages 5 and 6. A reliability analysis
of the system/equipment shall be initiated at the start of
the contractual effort.. This analysis should be an integral
part of the overall system/equipment analysis which is con-
ducted to obtain a balance between effectiveness, schedule,
and total resources. The reliability program plan shall
ontline the steps to be used in performing the reliability
-analysis. Coverage should include but not necessarily be
limited to the following paragraphs.

1. Model Inputs

a. Identify required 'functions for each phase
of each :equired mission, and define what constitutes a
failure.

b. Identify critical time periods in the
exercise of each function.

c. Identify the external environmental stresses
under which the system must function. Identify the stresses

* on each functional element, generated both externally and
in2ternally.

d. Analyze and quantitatively include in the -,

model the planned and defined operational ani maintenance
concepts. .

2. Functional Model

a. Identify hardware and non-hardware system
elements required for the execution and support of each
function.

b. Create models on this functional basis.

c. Identify functional redundancies required.

3. Reliability Apportionment/Prediction

a. Apportion required system of mission success
to each function.

b. Determine the reliability of hardware items

and other system elements executing cr supporting each function.

1-9
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c. Reliability estimates and predictions shall
be made relating to the mathematical model such as those
contained in MIL-STD-756, MIL-STD-757, and MIL-HDBK-217.

; Current estimates and predictions shall be made for each
mission or mode of operation. Where other equipments,
Government or contractor-furnished are to be integrated,
data furnished by the Government on known or estimated values4 of reliability shall be used as applicable in the contractor's
judgment.

4. Model Outputs

a. Exercise the model to.make predictions of
system reliability. Pzedictions should be made relative to
those failures affecting safety, mission abort, and unscheduled
maintenance.

:! b. Compare model outputs with the initial
requirements.

• c. Identify reliability problem areas and recom-
mend corrective action.

d. Reiterate model as necessary.

5. Model Updating

cn ar a. Assure that proposed design'and other relevant
changes are reflected in the model and the effects on system/
equipment reliability are brought to the attention of top
management.

b. Update operational reliability predictions
, using, test data and identify problem areas for timely corrective

action.

Reference 5, pages 4-1 to 7-1. This section provides

guidelines for making rapid reliability predictions based on
generalized information during early stages of an equipment
contract and during the proposal stage. Various prediction
techniques are shown. Hlighlights of some of the most prominent
techniques are excracted and summarized in the following para-
graphs.
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1. Similar Equipment Techniques. The most rapid
way of estimating reliability is to compare equipment under
consideration with a similar equipment whose reliability
has previously been determined by some means, preferably

* field evaluation. Depending on the degree of similarity
of equipment and application, these methods can be more
accurate than any ocher for predicting reliability. The
difficulty of using these techniques in military systems
is the restricted availability of fielid data which have been
produced wiith sufficient control to ensure that reliability
has been accurately measured.

a. Deficiency technique. Activities basic
to this technique are:

(1) From records of the previous operation
of similar equipment, determine the number of equipment
deficiencies which have been noted in the previous design,
for which effective corrective action has not been demonstrated

(2) Estimate the number of introduced defi-
ciencies in the new design. Modify this estimate to reflect

: C- the relative complexity of the two designs.

(3) Estimate the number of deficiencies which
will be eliminated during the period in which the new design
is subject to correction.

(4) Estimate the total number of deficiencies
which will remain in the new design after said design is
"frozen".

(5) Estimate the new equipmezit failure rate.* 'I

b. NAVSHIPS 93820 (Method A) Technique. Activities
basic to a refinement of this technique are:

(1) Identify the nearest equivalent equipment
and note its failure rate.

(2) Multiply the number of aztive elements in
the new equipment divided by the number of active elements in
the equivalent equipment by the equivalent equipment failure

~: rate. This is the predicted failure rate for the new equipment.

I-li
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c. Similar Circuit Technique. Activities basic (
to this technique are:

(1) Determine or estimate the number of each
type circuit or function in the equipment.

(2) Use similar circuit or function failure
rate data to estimate failurv rate for each circuit or
function.

(3) Multiply the number of each circuit type
by its respective failure rate and sum all these figures to
yield an equipment failure rate.

2. Active Element Techniques. The objective here is
to describe prediction methods based on the number of active
elements anticipated in a new design. Appearing in this
reference are tables which indicate the number of other
parts per active element in many past equipment designs.

a. NAVSHIPS 93820 (Method B) Technique. This
provi.des failure rates per active elements per equipment
type. In other words, an active element in a receiver
would have a different failure rate from an active element
in a radar, presumably because of diffexent usage and a
varying number bf types of associated parts.

b. MIL-STD-756 Technique. Activities basic to
this technique are:

(1) For each functional block, estinmate the
number of active elements necessary to-perform the function.

(2) Determine the corresponding failure rate
of each block for the number of active elements (use Figure
4.4 on page 4-23).

c. Part Class and Part Type Technique. Activities
basic to this technique are:

(1) Count the number of parts of each class
or type.

(2) Multiply the number of parts of each class
or type by the generic failure rate for each part class or type
(use Tables IV-V through VIII).
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( "(3) Sum over the products formed in completing
the second activity to obtain the failure rate for the equipment.

3. Minimum/Maximum Technique. The objective of the
technique is topredict a range of MTBF values possible for

* .a new piece of equipment. This procedure does not require
detailed knowledge of part deratings, types of parts, and

. specific environmental conditions. Activities basic to
this technique are:

a. Define the components.

.a b. Estimate the maximum number of each pazt

type for each component.

'c. Assign a maximum, a minimum, and two inter-
mediate derating levels to each part type.

d. Select an anticipated temperature as the
* normal equipment thermal environment; and add 10°C for tube

environment.

* ( e. Assign a failure rate to each of the part
types for all four stress levels. (Use the data from
Section 7.0.)

f. Add part failure rates for each stress level
to obtain a failure rate at four stress levels for a component.

g. Repeat the last activity for components to
yield equipment failure rate. Determine MTBF by taking the
reciprocal of each of four equipment failure rates.

h. Calculate four MTBF values for each value
obtained in completing the above activity by multiplying by
appropriate complexity factors. The smallest and largest
MTBF values represent a prediction of the range of MTBF
values possible for the equipment.

11
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APPENDIX II

THEORY AND APPLICATION

l. Fundamental Theory of Provisioning ,I

a. Improved methods of establishing maintenance replace-
ment factors or reliability entails a comprehensive under-

. standing of the interactions that occur between maintenance -!

replacement factors and reliability. Such an understanding
should be based upon and derivable from a unified mathematical
theory that accounts for specific differences or similarities
in design of equipment, operation of equipment, modes of ,
failure, and maintenance plans. With a unified theory,
hypothesized changes can be easily evaluated to determine
whether or not they are likely to be improvemeits: without
a unified theory, there is no basis for predicting the
ultimate effect of hypothetical changes. Because of the
need for a unified theory, a primary goal of the early effort
expended on this project was to discover, review, and under-
stand the unified theory defining the roles of maintenance
replacement factors and reliability in the provisioning I
process. Such a theory was not disccvired! As a consequence,
a simple theory was developed to justify the recommended
methods of computing.and using maintenance replacement
factors or reliability. This theory is based upon the classi-
cal definition of a probability density function, the prin- i
ciple of standby redundAncy, and the assumption of.a continuous
probability space.

b. The probability density function, g(t), is sb defined
in continuous probability space that g(t)dt is the probability
that a degeneracy occurs between the times t and t+dt. (Note:

Within the context of provisioning, a degeneracy must be
defined. In particular, a degeneracy may be a failure, a
removal, a disposal, or something else--depending upon the
whim of the analyst.)

c. Now, consider the principle of standby redundancy.
In essence, this principle is defined by the statements:

(1) N is the nuiber of end items.

II-
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(2) One of the end items is installed in the weapon (
system.

(3) (N-i) end items are available for use if the
installed end item fails. These end items are said to be
in a standby readiness state--hence, the term standby
redundancy.

(4) When an installed end item fails, it is removed
. and then replaced with an end item that had been in the

standby readiness state.

d. To determine the required number of spares, let:

(1) g(ti)dti be the probability that the ith
installed end item degenerates during the interval of-
time between ti and ti + dti .

(2) R(N-1;T) be the probability that an operational
end item is available at time T.

(3) R* be an arbitrarily imposed minimum acceptable
level of R(N-I;T). (Current policy at ASO seems to be that (
R* is greater than or equal to 0.9.)

and use the follbwing computational. algorithm.

-With, no spares:

-With one spare:

R(1;T) R(0;T) + ()(t2dt2  ( 2

-With two spares:

R(2;T) = R(1;T) +" g(tl)dt I  g(t 2 )dt 2  g(t 3 )dt3 (3)
o 5T-t-t 2
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Or, in general, for N-1 spares:

0 0

R(N-1;T)j cR* is first satisfied. When this occurs, the

the decision rule currently used by ASO (Aviation Supply

ofc)adWsig ous Coprt o Thi isno

Aerospace Engineering Corporation nor is it basic to thie
computer model that is being programed to conduct future
provisioning activities at ASO.)

e. To complete the theory, it is necessary to define
g(") in more explicit terms. This is done using the
procedure established by G. E. Kimball. By his procedure,
a mathematical equation relating degeneration rate and a
monotonically decreasing survival curve (i.e., a graph of
probability of survival vs. time) is generated. The
equation is:

g(t) -dR(t)/dt = h(t)R(t) (5)

where:

t is an arbitrary operating time greater than, or
equal to, zero. (In naval aviation, units of t are fligit
hours.)

h(t) is the rate of degeneracy as a function of t.

R~t) is probability of survival of end item to time
[t or, alternatively, the probability of non-degeneracy to time

t. By definition, this is also known as the reliability of
the end item.

"Notes on Operations Research 1959,"t The Technology Press,
Massachusetts Institute of Technology, Massachusetts, pgs.
179-181.

H 11-3
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dR(t) is an incremental change in R(t).

dt is an incremental change in t.

Equation (5) can be manipulated to obtain the
result:

" g(t) a h(t) exp h(t)dt (6)

" inally, if the FHDB (Flight Hour Degeneracy Base or Mean
Number of Flight Hours Between Degeneracies) is really
required to compute an M1RF (Maintenance Replacement
Factor), it is computable from the relations:

vHDB= tg(t)dt = R(t)dt (7)

and the MRF is then computable from the relation:

ARO= 100/FHDB (8)

f. Equations (1) through (8) more or less complV with the
spares provisioning prediction process that is now used by
ASO and, as such, provide a fundamental theory of the
provisioning process. As should be expected, they also
provide the flexibility to account for major differences
between end items. This fact is readily demonstrated by
the succeeding discussiDns on predictive- methods to be used
with end items characterized by a time dependent rate of
'degeneracy or end items characterized by a constant rate of
degeneracy.

2. ApDlication

a. Time Dopendent Rate of Degeneracy

(1) Under the assumptions that the principle of
standby redundancy is valid and the rate of degene.racy is
a time dependent function, equations (1) through (6) provide
a basis for describing procedures that might be incorporated
as part of the provisioning process. One such procedure is
defined thusly:
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(a) Using Fleet operational data on similar type
of equipment, construct a curve of probability of survival
to time t versus time t for the particular end item. Express
t in flight hours for airborne equipment.

(b) Use regression analysis to obtain an equation
for probability of survival to time t versus t. (That is,

.=7 probability of survival to time t is the dependent variable
and t is the independent variable.)

(c) Multipl-, the equation for probability of
survival to time t by minus one and write the derivative
of the result with respect to t. Multiply the result by
(dt. The quantity thus obtained is g(t)dt.

(d) With respect to the computational algorithm
defined by equations (1) through (4), set every element
of the type g(ti)dti equal to g(t)dt and compute value- for
the general quantity R(N-l;T).

(e) Specify a minimum acceptable level for
R(N-l;T). call this R*. Use the lowest computed value of
R(N-l;T) that satisfies the relation R(N-l;T) .R* and set
the number of required spares equal to N-1.

(2) An alternative procedure that should be easier
to implement is defined by the following statements:

(a) Using Fleet operational data on similar type
of equipment, construct a curve of rate of degeneracy versus
time t for the given end item. Express t in flight hours if
end item is installed in aircraft.

I

(b) Use regression analysis to obtain an equation
for rate of degeneracy as a function of time. This equation
is h(t).

(c) Substitute the equation for rate of degeneracy
into equation (6), perform the indicated integration, and
multiply the result by dt. The quantity so obtained is g(t)dt.

(d) With respect to the computational algorithm
defined by equations (1) through (4), set every element of
the type g(ti)dti equal to g(t)dt and compute values for the
general quantity R(N-l;T).
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(e) Specify a minimum acceptable level for (
R(N-l;T). Call this R*. Use the lowest computed value
of R(N-1;T) that satisfies the relation R(N-1;T) R* and
set the number of required spares equal to N-i.

(3) Again, it is emphasized that statement e. of
these two procedures expresses the current practice at ASO
with R* equal to 0.9; ho'ever, this is n6t universally
accepted and used as a naval procurement policy. As a
consequence, more useful procedures might be defined if
statement (e) were replaced with the statement- "Use the
quantities generated in statements a. through d. as
required by vhatever decision rules are used to complete
the provisioning process." Other than this statement of
emphasis, the procedures are perfectly general and are not
subject to any operational limitations. In this perfectly
general case, it is worth noting that MINTENANCE REPLACE-
MENT FACTORS ARE NEITHER COMPUTED NOR NEEDED.

(4) As an example in the use of these procedures,
the results from the Component Operating Life Data Production
Program conducted by NAIISC are used. During this investiga-
tion, NAILSC scientists discovered that the probability of *

survival of an Air Conditioning Tarbine Fan to time t is
given by the relation:

b
-at

R(t) = e

where a and b are constants. In particular, a has the value
0.0028 and b has the value 0.832. Combining the given relation

,for R(t) with equation (5) yields the result:

t
b-i -ab

g(t) = abt e

Application vf step (d) of either procedure yields the result:

g(tl) = g(t2 ) = -- g(tN) = g(t)

Whence, the first three equations of the computational
algorithm are: -atb

R(0;T) e

11-6
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[' T b-1e-atbe-a (T-t) b "

R(1;T) = R(0;T) + abt a e dt

0

R(2;T) R(1;T) +Jabt e dt abt e. e -aT-t-tl )

0 Ddt

Successive relitions can be generated as necessary and solved
on a digital computer until the relation R(N-1;T) R* is satis-
fied. For provisioning of spares, this is the procedure that
should be used. For those who insist upon using a mainte-
nance replacement factor, equations (7) and (8) can be used
as follows:

O-atb i/b

FHDB R(t)dt = 5 e dt = (1/b)(1/a) r (1/b)

0 0

1137 flight hours between failures (that is, the
measure of degeneracy is number of failures). By equation
(8)

MRF = 100/1137

Indiscriminate use of equations (7) and (8) for items that
are characterized by time dependent rates of degeneracy is
not recommended.

b. Constant Rate of Degeneracy.

(1) The assumption of a constant rate of degeneracy
is peculiar to provisioning of avionics, an area wherein a
fundamental theory must be able to account for redundancy in
design, operational modes, and differences in maintenance
policies. For example, redundancy of design within black
boxes has meaning if"the stated maintenance policy is to remove
and replace the black box when it fails to perform its intended
function. Otherwise, if the maintenance policy is to check all
components in the black box after each flight and replace all
malfunctioning components then redundancy of design has no

7( meaning because the effect produced by the maintenance policy
(' is treatment of components as though they are part of a series

configuration.

11-7
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(2) Under the assumption that h(t) is a constant
denoted by the symbolA , substitution into equation (6)
defines the probability density function g(t) as follows:-At

g(t) = -Ae (9)

Substituting this resilt for every element of the type
g(t1 ) included in the computational algorithm defined by
equations (1) through (4) and performing the indicated
mathematical operations generates elements included in the
expansion of the Poisson Distribution Function; hence, by
mathematical induction, one obtains the. general result:

N-i

R(N-I;T) = e- AT . (A T) i/i. (10)
i=0

(As the quantity to the right of the equal sign is the
Poisson Distribution, it should be recognized that for
avionics equipment, use of the Poisson Distribution is not
based upon an assumption. Instead, it is a derivable result
based upon the assumptions of a constant rate of degeneracy (
and applicability of the principle of standby redundancy.)

(3) Equations (7) and (8) of the fundamental theory of
provisioning apply to provisioning of avionics equipment
provided the necessary mathematical quantities are properly
defined usin8 methods thatf are well documented in the available
literature. That proper definition is necessary is
demonstrated by the following examples.

(a) Example 1. The end item consists of a black
box with two identical redundant paths (i.e., each path is
wired.in the same manner, each path contains the same types of
components, and each path contains the same number of each
type of component) Each path has a constant rate of
degeneracy denoted by A'. The maintenance policy is defined
by the statement: remove and repair the black box only if a
specified signal applied at the input terminals fails to
arrive at the output terminals (i.e., components have failed
in both paths).

1014IL-HDBK-217A, "Reliability Stress and Failure Rate Data for (
Electronic Equipment," 19 June 1964, pgs. 3-1 to 3-16.
, II-8
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Compliance with these statements requires that R(t) be
defined by the relation:

R(t) = 2 eAlt - -2A't

Substitution into equation (7) yields the result:

OD

FHDB (Black Box) =f (2e-Ate2At)dt =

0

and, by equation (8):

MRF (Black Box) = 100/3A!/2 = 200A'/3

(b) Example 2. The end item consists of a
black box with two identical redundant paths (i.e., each
path is wired in the same manner, each path contains the

same types of components, and each path contains the same

number of each type of component). Each path has a constant
rate of degeneracy denoted by A'. The maintenance policy
is defined by the statement: after each flight, check
continuity of both paths and if either path fails- the continuity
test, remove and repair the black box.

Compliance with these, statements requirei that R(t) be defined
by the relation:

-2A!'t
R(t) = e

Substitution into equation (7) yields the result:
De 2A ' ta

FHDB (Black Box) = dt = 1/2A'

and, by equation (8):

MRF (Black Box) = 100/l/2' = 200A'

11-9
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(c) Example 3. The end item consists of a
black box with one continuity path having a constant rate
of degeneracy denoted oyA'. The maintenance policy is
defined oy the statement: after each flight, check
continuity of path. If box fails the continuity test, * '
remove and repair the box.

Compliance with these statements requires that R(t) be
defined py the relation: I

t

R(t) = e

Substitution into equation (7) yields the result:
-A't

FHDB (Black Box) = e dt =l/A'

0

and, by equation (8):

MRF (Black Box) = 100/1/A' 1 100 A'

Comparing the MRF of this example with that of the second
example leads to an interesting conclusion; nhmiely, the
maintenance policy of the second example imposes a penalty
on provisiong of black boxes possessing the property of
redundancy.

Under the assumption that the black box of the third example
is a consumable rather than a repairable, a prccedure to compute
the number of spares is described by the following statenents.

-Use equation (10).

- Specify a lower acceptable limit for R(N-I;T). Call this
R*.I

- In equation (10), set AT equal to N(MC)xMRF where N (MC)
is the total number of maintenance cycles included in the
flight program.j -lUsing equaion (10) with the atove change, generate

successive values for R(N-l;T) until the relation R(N-l;T)
i II I-O
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R* is satisfied. 
The number of spares 

is given by the 0

value of N-1 associated with the first value of R(N-1;T)
satisfying the given inequality.

If the black box of the first example was a consumable, it

should not be provisioned by this procedure. The reason is
that EQUATION (10) APPLIES ONLY IF THERE IS lZO REDUNDANCY
OF DESIGN--or, in other words, EQUATION (10) APPLIES ONLY
IF THE EQUIPMENT BEING ? OVISIONED HAS A SERIES CONFIGURATION.
Of course, avionic equipment usually is not characterized by
the property of redundancy; however, if the situation des-
cribed by the first example is the prevailing situation
then the procedure to be used is described by the following

statements.

- Write the relation for R(t).

- Use eqcuation (5) to define g (t).

- Use the computational algorithm defined by equations
(1) through (4). Set every element of the type g(ti.)dt i
equal to g(t)dt and compute values for the general quantity

R(N-l;T). C
- Specify a minimum acceptable level for R(N-I;T).

Call this R*. Use the lowest computed value of R(N-l;T)
that satisfies the relation R(N-l;T)m;R* and set the number
of required spares equal to N-1.

The following comments are included to emphasize some of
the more important aspects of the above discussion.

1. 7he measure of equipment performance used to define

reliability equations and algorithms that could be used in the

proviiioning process is referred to as rate of degeneracy. The

reason for using this term is that two factions exist within

the naval comunity. One faction prefers to use rate of failure

or its inverse, the flight hour failure base, as a measure ofperformance. The other faction prefers to use rate of removal

or its inverse, flight hour removal rate, as a measure of per-

through (8) apply.

-I II-ll
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2. No unified theory of provisioning that can be used to
account for differences in modes of failure or redundancy was
encountered in contacts with personnel or review of existing
literature. As such a theory is necessary to assess consequences
of proposed changes without recourse to a time consuminq experi-
mental program, such a theory is provided in this sectiun. It
is incomplete because it does not account for all factors uscd
in the provisioning process; however, it is adequate for the
stated purpose.

3. Procedures described in this appendix should be used
with data covering the interval from inception into the Fleet
until such time as mature reliability becomes a fact. Such
data are not available at this time.

11-12
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APPENDIX III

RECOMMENDED PROCEDURES, EXAMPLES AND STATUS QUO

1. Background Information. The methods described in
Appendices I and II can be combined or modified and com-
bined to produce several conceptual procedures to incorpo-
rate better methods of computing reliability, maintenance
replacement factors, and rotatable pool factors to be used
in the provisioning process. Needless to say, all such
procedures have been neither evolvcd nor evaluated (to
attempt the performance of such a task is not recommended
as data necessary for its accomplishment do not exist).
From this fact and the additional fact that any procedure
reflects individual precepts held by the writer, it should
be understood that the procedures herein described may not
be optimal; however, they should improve current methods of
estimating the stated quantities. The procedures are based
upon the following precepts:

a. Reliability, by definition, is a probability concept;
therefore, a knowledge of basic probability theory is necessary
for a full understanding of prediction and evaluation methods
used in the study of reliability.

b. The most rapid way of estimating reliability is to
compare equipment under consideratidn with a similar equip-
ment whose reliability has previously been determined by
some means, preferably field evaluation.

c.. Procedures must comply with and incorporate those
decisions that establish the level of repair.

2. Procedures

a. Non-Avionic Eauipment. The recommended procedures
to be used are described in Appendix II under the heading of
TIME DEPENDENT RATE OF DEGENERACY.

b. Avionic EquiDment

(1) General Procedure. The recommended procedure to

IIII-1
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compute the quantities MRF (consumable), MRF (repairable),
or RPF (repairable) is defined by the following activities.

(a), Classify end item as being either a consumable
or repairable.

(b) e lassify and describe operational functions
performed by rad item.

(c) Prepare a functional block diagram of operational
functions performed by end item. Consign only one function to
each block.

(d) Define what constitutes successful performance
of the end item and, with respect to the functional block
diagram, specify all combinations of blocks that ensure a
successful performance.

(e) Using implicit notation for probability of
.. success per functional block (e.g., P(A) is probability of

success associated with Block A, P(B) is probability of success
associated with Block B, etc.), write a probability of success
equation for the functional block diagram taking into account
all combinations of blocks that ensure a successful performance
of end item. (Use analytical methods included in MIL-HDBK-
217A.)

(f) Define what constitutes successful performance
for each functional block included in functional block
diagram..

(g) Prepare an operational diagram of successful
perfqrmance for each functional block included in functional
block diagram. As applicable, include operational redundancy
or operational modes.

(h) Using definitions generated by activity (f),
write an equation of success for each functional block using
implicit notation to denote probability of success per
operational path or mode.

(i) Transform implicit terms for probability of
success per operational path or mode to explicit reliability
relations per operational path or mode.

1111-2
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1. For each operational 
path or mode,

identify elements (i.e., hardware) that are necessary to
provide the operational path or mode.

* 2. For each operational path or mode, consign
elements to one of the following categories:

a. If the element fails, it is not

repaired.

b. If the element fails, it is repaired
at a Naval Air Rework Facility.

c. If the element fails, it is repaired
at the intermediate level of maintenance.

3. Compute failure rate of each operational
path or mode for each category defined in (i)2.

a. Classify elements per operational
path or mode by type or class (e.g., power transformer,
electrolitic capacitor, etc.). (

b. Count the number of elements of each
class or type contained in each operational path or mode.

c.. For each operational path or mode,
multipl , the number of elements of each class or type by
generic failure rate (either use generic failure rate data
in MIL-.DBK-217A or use- field failure data on similar equip-
ment subjected to simil.ar anticipated opera-tional conditions).

d. For each operational path or mode
sum the products formed in (i)3c over each category to obtain
failure rate for each operational path or mode per category.

4. Write reliability relations for each
operational path or mode for each category. In general,

these should have the following form:

I
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R = exp (-Xt) or

R = exp (-t/T)

where:

R is reliability

exp is base of natural logarithms

X is number of failures/unit time

T is Mean Time Between Failures

t is operating time

(j) Write three explicit reliability equations
for each functional block. To do this, substitute relations
per category from (i)4 into the block probability of success

.equations generated during activity (h). (One equation ex-
presses block reliability for active elements that are not
repaired, another equation expresses block reliability for
active elements that are repaired at a Naval Air Rework
Facility and Vie other equation expresses block reliability
for active ele,,ents that are repaired at the intermediate
level of maintenance.)

(k) Write three explicit reliability equations
for the end item. To do-this, substitute the block reliability
equations per category generated by the preceding activity
into the equation generated.by activity (e) (one equation
expresses end item reliability for active elements that are
not repaired, another equation expresses end item reliability
for active elements that are repaired at a Naval Air Rework
Facility and the other equation expresses end item reliability
for active elements that are repaired at the intermediate
level of maintenance.)

(1) Multiply each reliability equation by minus
one and take the derivative with respect to time. Multiply
the derivatives by t dt and integrate the products from zero
to infinity. By , .hematical definition, this gives three
MTBF values. Divi e each MTBF into the maintenance cycle
base. One of the three results so produced is the MRF (con-
sumable), another is the MRF (repairable, and the other is
the RPF (repairable).

111-4
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As written this general procedure applies to all possible "
combinations that might arise in the design of avionic
equipment having either redundant paths or operational modes.
Because it is a general procedure, it also applies if
redundancy of function or operation are not designed into
equipment; however, if redundancy of function or operation
are not designed into equipment then the procedure essentially
degener!tes to an evaluation of a series circuit with lumped

• parameters.

(2) Specific Procedures. When avionic equipment does
degenerat-, to a series circuit, the procedure to be used with
MIL-HDBK-217A is defined by the following activities:

(a) Define what constitutes successful performance
of'the equipment and identify all active elements, or com-
ponents, that are needed to ensure a successful performance.

(b) Consign these needed elements to one of the
following categories:

1. If the elementfails, it is not repaired. (

2. If the element fails, it is repaired at
a Naval Air Rework Fadility.

3. If the element fails, it is repaired at
the intermediate levei of maintenance.

(c) Compute failure rate of equipment for each
category defined in the above activity.

1. Classify all elements by type or class
(e.g., power transformer, electrolitic capacitor, etc.).

2. Count the number of elements per category
of each type or class.

3. Multiply the number of elements per
category of each type or class by generic failure rate (use
data from MIL-IIDBK-217A or use field failure data on similar
equipment subjected to similar anticipated operational condi-
tions or use factors in item 5 of Table I).

111-5
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4. Sum the products formed in (c)3 over
each category to obtain three failure rates per equipment
(one is failure rate for consumables, another is failure
rate to NARF, and the third is failure rate to the IMA).

(d) Multiply each failure rate generated in (c)4
by the maintenance cycle base to obtain three replacement
factors (one is the maintenance replacement factor for
consumables (i.e., MRF), another is the maintenance replace-
ment factor for the NARF (i.e., MRF), and the third is the
maintenance replacement factor to the IMA (3.e., RPF)).

(e) Write a reliability equation for each category.
. (In general, these should have the form of the reliability

equations shown in 2b(l) (i)4.)

(3) For a series configuration, the following alterna-
tive procedure developed by NADC can be used.

(a) Step 1 - Using the worksheet of Table 1, fill
in items 1 through 4 for the assembly for which factors are
to be computed.

(b) Step 2 - Using the latest parts list for the
assembly, fill in item 7, the quantity for each component
part type listed in item 5.

(c) step 3 For each row, .multiply item 6 by
item 7 and place the result in item 8 to two decimal places.

(d) Step 4 - Add all of the column entries in item
6 and p:lace the sum in item 9.

(e) Step 5

1. If.the assembly under consideration is

at the AN level, Figure 1 can be entered directly as follows:

Using item 9, enter Figure 1 at the bottom scale marked "AEG,"
trace up to the line, trace to the left scale marked "FHFB,"
read the result, perform the indicated division and fill in
items 10, 11, and 12.

2. If the assembly is at the SPUN or WRA level,

111-6
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corresponding worksheets must be completed for all other SRA
or WRA assemblies which make up the complete AN equipment.
The AEG count in item 9 must be summed for all such worksheets
to give a single AN equipment level AEG count. Figure 1 can
now be entered as in 1 above.

"3. Examples

a. Non-Avionic Equipment. See paragraph (4) under the
heading of TIME DEPENDENT RATE OF DEGENERACY in Appendix II.

a

b. Avionic Equipment. To assess the specific procedure
using data from MIL-IDBK-217A and the alternative specific
procedure using the NADC curve for degree of validity and
ease of application with respect to avionic equipment, an
analysis to obtain measures of the FHFB, MRF, and RPF was
conducted. The subject of the analysis was the RT848/ALQI00
system developed by Sanders Associates, Inc. The analysis
consisted of the following activities:

(1) Average failure rate data on the RT848/ALQI00
system were collected from the naval 3-M system. Data covered
three-month intervals over a period of 21 months beginning.in

* January 1969 and ending in September 1970. Elements of data
were obtained from1NATS7 (Naval Air Technical Services Facility)
and MSO (Maintenance Support Office). From these data, it
was determined that the average FHFB for a three-month period
is 84 with a standard deviation of 39.

(2) Design data were collected on the 1,622 active
elements and 2,600 passive elements of the RT848/ALQI00
system. These data iiiclude types of components, number of
types. of components, purpose of components, and expected
stress conditions during operation. Sources of data included
Weapons Systems Test of Naval Air Test Centbr and Sandc:s
Associates, Inc.

(3) Using the specific procedure based upon YIL--DBK-
217A, design data on all elements were used to compute the
quantity MTBF which was subsequently converted to the quantity
FHFB by the method used at ASO under the assumption that the
ratio of ground operating time to flight operating time is
0.25. This FHFB was then used to compute the quantities RPF
and MRF.

111-7
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Preliminary preparations included the develop-
ment of an identification system in accordance with the
following schema. The RT848/ALQl00 Receiver/Transmitter
is referred to by the designator 3A. Three immediate lower
assemblies are referred to by the designators 3A1, 3A2, and

* 3A3. The 3A1 is the Upper Deck Assembly. Subsystem Replace-
able Assemblies of the 3A1 are referred to as 3AIAI, 3AIA2,
3A1A3, ..., etc. Each subunit of each Subsystem Replaceable

* Assembly is referred to by using the designator of the Subsystem
Replaceable Assembly plus an added indicator for the subunit.

* As an example, PWA Board #1 in the LVPS is the 3AlAlAl. The
." complete breakdown structure formed in this manner is shown

in Table II.

To obtain some measure of the relative contribu-
tion of active elements, the same procedure was used to compute
the quantities FHFB, RPF, and MRF using only active elements.
These results are shown in Table III. A sample of the
computational procedure used is shown by Tables IV through

.. VII.

Sources of literature used in this procedure
include:

(a) MIL-HDBK-217A, Reliability Stress and Failure

Rate Data for Electronic Equipment, dated 1 December 1965.

(b) IBM Parts Lists, dated 12 July 1969.

(c) Drawing 34215, Level Breakdown, AN/ALQ-100,.
Unit 3 Ldt #3 Configuration.

(d) Contact Report CR-16-046 from C. Chleboski
Concerning Failure Rates of Leadscrew Actuated, Variable
Wirewound Resistors, dated 25 September 1967.

(e) Reliability/Maintainability Memorandum 1-1613-
560, Failure Rate Calculations for Selected AN/ALQ-81/100 Cubes,
dated 16 September 1968.

(4) In applying the procedure, the following conditions
were observed:

(a) Part failure rates were assumed to be functionally
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independent and to occur randomly in time, i.e., the equip-
ment is free from early life failures.

(b) Part failure rates were assumed to remain
constant throughout their useful life.

(c) Part temperatures were assumed to be 70°C

maximum except for tubes and transformers. For these devices,
the specification temperature requirements were utilized as
the maximum ambient temperature.

(d) A serial system reliability dependency is
assumed, i.e., a failure of any part constitutes a failure
of the entire system.

(e) A part failure is defined as an open, short
or parameter change greater than the specified tolerance.

(f) References (b) and (c), equipment parts
list and level breakdown, were utilized as the basic source
of data for computations in this prediction.

(g) Failure rates of leadscrew actuated, variable
wirewound resistors were taken from reference (d).

(h) Failure rates for selected cubes were taken
'from reference (e)...

(i) Equipment operating environment was assumed
to correspond to the airborne environment of MIL-HDBK-217A.

(j) The operational block diagram of the system
is defined as follows:

3A1 3A2 3A3
Upper Half Lower Half Self-Test Miscellaneous
Assembly Assembly Assembly

(5) Design data confined to active elements were used
to compute the quantities AEG (Active Element Group) of the

111-9
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hours on similar types of avionic equipment while operating

under adverse environmental conditions anticipated for
equipment being provisioned. As such information is not now
available from current data reporting system, an experiment.
must be designed to'track avionic systems from time of initial

*inception to time of stabilization, compile performance data,
and compute predicted provisioning factors to be compared
with performance factors. (Until such an experiment has
been designed and evaluated, performance data that can be
obtained from any source, e.g., MSO, ASO, or contractors should
be used.)

In the process of compiling and using the described pro-
.j cedures, it was ascertained that prediction by any procedure

entails an understanding of the principles of reliability and
probability and operational functions of engineering equip-
ment. In particular, with respect to avionics, a fundamental
background in electronics is required to perform circuit
analysis at the level of recognizing operational redundancy

-: or failure modes and classifying active elements by type and
function. From this finding, it is concluded that provision-
ing of technical equipment should be accomplished or influenced
by people with requisite technical training.

Ii
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TABLE II (
BREAKDOWN STRUCTURE OF RT848/AW100

LEVEL OP
DESIGNATOR NOMENCLATURE REPAIR

Unit 3A Receiver Transmitter - RT848/AWQI00 IMA

3A1 Upper Half Assembly IMA
3AIAI Low Voltage Power Supply IMA
3AIA2 Intermediate Power Supply #1 IMA
3AIA3 Intermediate Power Supply #2 IMA
3AIA4 SMT Assembly IMA
3AlAB Lcw Band CMT/TMT IMA
3AIA9 High Band CMT/TMT IMA
3AIA10 High Band Video Control IMA
3AIAll Low Band Video Control IMA
3AlA12 Proararn-,er NARF
3A1AI3 Low Coupler Loop Equalizer IMA
3A1A14 Low Switch Loop Mod Assembly IMA
3AIA15 High Switch Loop Mod Assembly IMA
3AJA16 Self-Test Input (Consumable)
3AIA22 Loop Grid Driver (Consumable)
3AIA24 Audio Output P14A IMA
3AlV2 High Band Driver 74 T NARF
3A1V3 High Band Loop "IWT NARF
3A1V4 High Band Input 74T 'NARF
3AIV5 Low Band Loop Driver TWT NARF
3AIV6. High Band Input TWT NARF
3AIB1 Fan Vane Axial (Consumable)
3A1B2 Fan Vane Axial (Consumable)
3A1S2 RF Coaxial Switch (Consumable)
3AIDC1 High Band Loop Coupler (Consumable)
3AlDL1 Low Band Delay Line (Consumnable)
3AIDL2 High Band Delay Line (Consumable)
3AIFL3 Input Diplexer (Consumable)
3AIFL5,6 CK, SW Limiter (Consumable)
3AICPi,2 High Band CI4T T-Connector (Consurable)
3AICR5,6 Crystal Detectors (Consumable)
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TABLE II--Continued

DESIGNATOR NOMENCLATURE LEVEL OF

REPAIR

3A2 Lower Half Assembly IMA
3A2A1 High Voltage Power Supply #1 IMA
3A2A2 High Voltage Power Supply #2 IMA
3A2A3 Low Band Modulator IMA
3A2A4 High Band M4odulator IMA
3A2A8 Prime Power Control IMA

3A2A9 200 V Mod "A" Power Supply IMA
3A2Al0 200 V Mod "B" Power Supply IMA
3A2Al1 400 V Mod "A" Power Supply IMA
3A2A12 400 V Mod "B" Power Supply IMA
3A2A13 Filament Regulator IMA
3A2A14 Power Output Coupler (Consumable)
•3A2A15 Cable Driver (Consumable)
3A2BI Fan Vane Axial (Consumable)
3A2FLI Output Diplexer (Consumable)
3A2PL2 RFI Filter Cap Fixed (Consumable)
3AZFl,2,3 Fuses (Consumable)
3A2HPI Pump Pack Hyd Coolant NARF
3A2M1 Meter E.T.I. (Consumable)
3A2Tl,2 Filament Transformers . (Consumable)
3A2V1 Final High Band IWT NARF
3A2V2 Final Low Band TWT NARF

I3A3 Self-Test IMA
3A3Al PWA Self-Test 4- IMA
3A3A2 PWA Self-Test #2 IMA

111-13
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TABLE IV
SUMMARY SHEET (MIL-IMNM-217A)

RT848/ALQ I00

N.
Designator Number of NK X 106

Parts

3A1 1970 3340.07I 3A2 1458 2020.05

3A3 784 735.48

Misc. 10 12

Total 4222 6107.6

MTBF= - 106 = 163.73
NKA 6107.6

I
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TABLE V

SUMMARY SHEET (MIL-HNBK-217A)
3A1 UPPER HALF ASSEMBLY

Number Number of Number
Designator of Parts Per of NK X 106

Units Unit Parts

, 3A3A1 1 329 329 450.67

3A1A2 1 142 142 230.42

3A1A3 1 139 139 237.32

3A1A4 1 93 93 131.60

3A1A8 1 190 190 21.3.73

3AIA9 1 190 190 213.73

3AIA10 1 258 258 294.28

3AIAII 1 270 270 307.78

3AIA12 1 122 122 248.27

3AIA13 1 1 1 4.80

3AIA14 1 1 1 3.60

3AIV2, 5 1 5 500.00

3AIA15 1 1 1 3.60

3AIA16 1 1 1 9.80

3A1A22 1 .37 . 37 .35.85

3AIB1,2 2 1 2 34.00

3AIA24 1 70 70 78.28

Other 127 1 127 342.34

Total 1970 3340.07
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TABLE VI

SUMMARY SHEET (MIL-HNBK-217A)
3A1A1 LVPS ASSEMBLY

Number
Designator of NKA 106

Units

3AIAIAI 1 48.86

3AIAlA2 1 124.86

3AIAIA3 1 99.74

3A1A1FLI 1 8.93

Misc. 108 168.28

Total 450.67

1 1
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APPENDIX IV
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hours on similar types of avionic equipment while operating
under adverse environmental conditions anticipated for
equipment being provisioned. As such information is not now
available from current data reporting system, an experiment.
must be designed to track avionic systems from time of initial

* inception to time of stabilization, compile performance data,,
- and compute predicted provisioning factors to be compared

with performance factors. (Until such an experiment has
been designed and evaluated, performance data that can be
obtained from any source, e.g., MSO, ASO, or contractors should

V -be used.)

In the process of compiling and using the described pro-
cedures, it was ascertained that prediction by any procedure
entails an understanding of the principles of reliability and
probability and operational functions of engineering equip-
ment. In particular, with respect to avionics, a fundamental
background in electronics is required.to perform circuit
-analysis at the level of recognizing operational redundancyor failure modes and classifying active elements by type and

function. Fxom this finding, it is concluded that provision-
ing of technical equipment should be accomplished or influenced
by people with requisite technical training.
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